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ABSTRACT 

Vapor-pressure curves for several  low melting point metals a r e  presented a s  a 
basis for selection of a temperature sensor charging metal .  

Candidate sensor probe materials a r e  discussed and chosen on 
ing point, high-temperature strength, and availability. 

Tes ts  a r e  described and the results reported on the compatibil 
and charging metal  combinations. 

the basis of melt-  

ty of various probe 

A special t es t  for studying hydrogen diffusion through the probe at high hydrogen 
p r e s s u r e s  and temperatures is described. 

A thermal  analysis of the probe was made assuming both transient and steady- 
Estimates of steady- state probe temperature and variations in r e -  

However, the severity of the hydrogen-diffusion problem 
state conditions. 
sponse time a r e  reported. 
makes the probe in i t s  present s ta te  of development unsuitable for the intended 
application. 
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DEVELOPMENT O F  A VAPOR-PRESSURE-OPERATED 
HIGH-TEMPERATURE SENSOR DEVICE 

J. R. Van Orsdel, G. E. Raines, and J. M. Allen 

SUMMARY 

The successful development of a vapor-pressure-operated high-temperature sensor  
is heavily dependent upon mater ia ls '  behaqior in the intended environment. 
ser ious aspects  of the environment a r e  temperature up to 5000 R ,  exposure to hydrogen 
at 600 psia flowing at 800 fee t  per  second, and vibrational loads of considerable magni- 
tude. Thus, this program was designed to  find mater ia ls  of construction which would be 
compatible with each other and the environment so that a sensor  could be built which 
would faithfully signal environment temperature.  

The more  

Tungsten, tungsten-3 rhenium, and tungsten-25 rhenium were ultimately selected 
as the mos t  promising probe mater ia ls  for  the sensor .  
promising for  charging metals. 
patibility between the probe mater ia ls  and the charging metals  based upon 1 hour of 
continuous operation at 5000 R. 
phere at 600 psia  and 4500 R to deterrr-ine the resis tance of the probe mater ia ls  to hydro- 
gen diffusion. 
walls into the probe cavity making the probe in i ts  present  state of development unsuit- 
able for  the intended application. 

Bismuth and lead were found 
A compatibility tes t  was devised and used to show com- 

A second t e s t  was then conducted in a hydrogen atmos- 

These t e s t s  disclosed a high rate  of hydrogen diffusion through the probe 

A signal- sensing element for attachment to the probe was designed, constructed, 
and characterized in a bench test .  

A mathematical analysis of the s t resses  in the probe owing to the operating en- 
vironment (not including vibration) were found to be within the maximum 500-psi allow- 
able s t r e s s .  
vapor p re s su re  of the charging metal. 

Some control over probe s t r e s ses  is exercisable through choice of the 

Thermal  analysis of the probe under transient and steady- state conditions revealed 
that the t ime constant would increase as the probe temperature  approaches the gas 
temperature .  At anticipated typical conditions, the probe temperature  at steady s ta te  
would be about 10 per  cent l e s s  than the gas temperature  owing to  radiative heat loss.  
Axial  heat  l o s ses  along the probe could be  minimized by making the probe length at least  
4 t imes  the diameter.  This sensor program was planned around a probe length of 6 
L-- LLLI~S ihe probe diaiiieter (1 -  1 / 2  i i i d i e~ ) .  

B A T T E L L E  M E M O R I A L  I N S T I T U T E  



2 

CONCLUSIONS 

Based on the results of this study the following conclusions can be made: 

Lead and bismuth have favorable vapor p re s su res  at temperatures  between 4000 I 

and 5000 R for  operating a temperature  sensor.  
unalloyed tungsten at these temperatures  under the conditions of the tes t  program. 
Similarly, lead can be contained in tungsten-3 rhenium and tungsten-25 rhenium alloys. 
Because of a greater res is tance to grain growth at high temperature,  the tungsten- 
3 rhenium alloy would be a first-choice probe mater ia l .  

Bismuth is relatively iner t  toward 

Hydrogen diffusion through the atomic latt ice of the probe mater ia ls  i s  too severe 
Tests  indicate that hydrogen diffusion to be ignored in the development of this sensor.  

through the probe walls i s  about 100 t imes the maximum allowable quantity. 
studies should be first directed toward the elimination of this problem. 

Future  

Mechanical s t r e s ses  can be held to safe limits in the probe as f a r  a s  was deter-  
mined during the course of the project.  
need investigation in a cr i t ical  experiment. 

Complex s t r e s ses  owing to a vibrational input 

The response t ime of the probe will be most rapid during startup and will become 

The length of the probe for minimum axial heat loss  is about four probe diame- 
increasingly long as the probe temperature  approaches steady state at high tempera- 
tu res .  
t e r s .  
mechanical and thermal dimensions. 

Therefore, a length of 1-1/2 inches (6  diameters)  is in the range for  both good 

INTRODUCTION 

The objectives of this project were to design, fabricate,  tes t ,  and deliver an  
experimental model of a vapor-pressure-operated temperature  sensor .  
was to be capable of operating continuously and survive cyclic operation f rom ambient 
temperature  to  5000 R in a hydrogen atmosphere ranging f rom 0 to 600-psia g a s  pres -  
su re  without decrease in performance under the following environmental conditions: 

The sensor  

(1) 

(2)  

Vibration - 4 g ' s  f rom 10 to 500 cycles per  second 

2 Nuclear radiation -- neutron flux of 5 x 1013 n / (cm ) ( s e c ) ;  gamma 
flux of 1015 Mev /(cm2)(sec) 

* 

( 3 )  Hydrogen gas  velocity - 800 f t / s e c  

(4) Noise level - 175 db 

(5) Continuous operation for  100 hours.  

Because of the high temperatures  involved, a low-melting-point metal  was the 
logical choice €or  the pressure-generating medium. Since the vapor pressure-versus-  
temperature  relationship of metals  above their  boiling points is reasonably predictable 

%em eliminated from test program by decision of Sponsor prior to initiation of project. 
B A T T E L L E  M E M O R I A L  I N S T I T U T E  
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f rom existing data and mathematical laws, it was not deemed necessary to make 
exhaustive vapor-pressure studies. 
were (1) a review of existing data on materials fo r  possible use as containers and 
charging metals,  (2)  computation of vapor-pressure values of charging metals  at high 
temperatures ,  ( 3 )  compatibility testing of containers and charging metals over the 
desired temperature  range, (4) computer studies of heat flow and response time, (5) 
t e s t  for  hydrogen diffusion through probe walls into probe cavity, (6) exploratory studies 
of a scheme for  final testing of the sensor unit at high temperature  while subjected to 
vibratory loads, ( 7 )  design, construction, and tes t  of the t ransducer  readout portion of 
the sensor .  

Rather, the essential  elements of the program 

Although various ideas were considered for  the final fo rm of the sensor (see 
Appendix, Figure A-14 for  initial concept), the one ultimately chosen as being simplest  
in operation and likely to be most  immune to  vibrational loads is shown in Figure 1. 
Consequently, experimental procedures were initiated to  study the various afore- 
mentioned cr i t ical  relationships. 

Inert gas through constant- 
mass-f low orif ice 

*I Charging alloy 

z k  Gas out 

Probe brazed or  
welded to housing 

Diaphragm welded or clamped 
between housing halves 

A 40697 

FIGURE 1. PNEUMATIC SENSOR 

METALLURGY 

Liquid Metals 

The most  important property of the liquid metal  in the sensor is its vapor pres-  
su re  as  a function of temperature.  
source by measurement  of the effect of temperature  on the vapor pressure  of the liquid 
metal .  
r e s i s t  its corrosive effect. 
in  o rde r  to be operative as quickly as possible when the heat source is activated. 

The sensor  detects the temperature of the heat 

All metal  pa r t s  in  contact with the liquid metal  must, of course, be able t o  
In addition, the liquid metal  should have a low melting point 

B A T T E L L E  M E M O R I A L  I N S T I T U T E  
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Charging Metals 

Although there a r e  a la rge  number of low-melting-point metals  and alloys with 
widely varying vapor pressures ,  it was deemed advisable in this instance to use only 
a pure metal  s o  as to avoid possible segregations in  the sensor  probe which would a l te r  
the vapor p r  e s s u  r e  - ve r s u s - t empe r a t u  r e calibration. 

Experimental and thermodynamically derived data on the vapor pressure  of liquid 
metals  have been published f o r  p re s su res  below the boiling point (where the vapor 
p re s su re  equals 1 a tm) of the individual metal.* F o r  this program, the pressure-  
temperature  curves were calculated for  p re s su res  appreciably higher than 1 atmosphere 
by extrapolation of the published data. 
against  the reciprocal of the absolute temperature.  
whenever the vapor is a monatomic gas. 
but with reservations by extending the straight line into the temperature  regions of 
interest  fo r  this program. 
extrapolations a r e  shown for  some low-melting metals  in Figure 2. 
curves  shown were for  monatomic gases except fo r  antimony. 
the diatomic molecule, Sb2, predominates although appreciable amounts of monatomic 
Sb also exist  in the gaseous state. 
ciable quantities at lower temperatures  and p res su res  and might f o r m  at high tempera- 
t u re s  because of high pressure .  
data fo r  antimony is of more  questionable accuracy than fo r  the other metals. 
its use provides a preliminary comparison with the other metals. 

The log of the known pressure  was plotted 
The plot gives a straight line 

Thus, extrapolation was readily performed 

The pressure- temperature  plots made possible by the 
All of the p re s su re  

In the case of antimony, 

Also, Sb4 molecules a r e  known to  exist in appre- 

Thus, the extensive extrapolation of vapor-pressure 
However, 

None of the curves can be relied upon fo r  exact calibration of the sensor  because 
However, an empirical  cali- of the assumption that the vapors behave a s  ideal gases. 

bration of the sensor could be made rather  easily once it is assembled in final form.  

The most  obvious conclusion to be derived f rom the curves in  Figure 2 is that a 
sensor  with any one metal would be useful only over a l imited temperature  range. 
all of the liquid metals,  the lower l imit  for  useful temperature  measurement  i s  the 
temperature  at which the metal  has a vapor pressure  measurably exceeding 1 atmo- 
sphere.  
the maximum pressure which can be withstood by the container. 

F o r  

On the other hand, the maximum temperature  of the sensor  would be limited by 

The temperature range of usefulness for  any one liquid metal  appears  to be 1200 
to 1500 R. 
temperature  levels. 

The individual metal  can be chosen to  place this range at various operating- 

Of the liquid metals  represented in  Figure 2, the three most  likely candidates 
were  bismuth, lead, and antimony based upon their  indicated p res su res  over the 
temperature  range of interest ,  3500 to  5000 R. 

No data have been published on the corrosion character is t ics  of the various liquid 
A determination of whether lead, bismuth, and metals  a t  the temperatures of interest .  

antimony attack the candidate container mater ia ls  a t  4000 to 5000 R enough to mater ia l ly  
change the vapor-pressure character is t ics  of the liquid metal  o r  destroy the container 
was a par t  of the research  program. 

%tull, D. R., and Sinke, G .  C . ,  Thermodynamic Properties of the Elements, American Chemical Society, Washington, D.  C. 
(1956), 234 pp. 
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Containe r Mate rials 

The container must hold the liquid metal  for  the period of operation of the sensor 
while the vapor pressure  of the liquid is at its maximum. 
temperature  desired f o r  the sensor was as  high as  5000 R, only the refractory metals  - 
tungsten, rhenium, tantalum, molybdenum, columbium - and their alloys were con- 
sidered. This group of metals was fur ther  reduced to tungsten, rhenium, molybdenum 
and the i r  alloys when the known affinity for  hydrogen of columbium and tantalum and the 
resulting embrittlement was taken into account. * 

Because the maximum I 

Tungsten has the highest melting point of all the metals (6630 R) and it has  been 
studied most  intensively for  very-high-temperature service.  

Rhenium has the next highest melting point (6200 R) and recently has become the 
subject of research to discover i ts  physical and mechanical properties.  
tungsten with rhenium appear to r e s i s t  the effects of high temperature  on some proper- 
t i es  more  successfully than pure tungsten. 

Alloys of 

A molybdenum alloy, Mo-~OW, appeared of interest  as a container mater ia l  for  
maximum temperatures somewhat below 5000 R and was evaluated in subsequent com- 
patibility t e s t s  f o r  this reason. 

Some properties,  obtained f rom the l i t e ra ture  sources  indicated and summarized 
below, reveal that a temperature-sensing probe operating at 5000 R severely taxes the 
strongest known metals. 
would need to operate up to  1 hour at i ts  maximum useful temperature.  Some strength 
and creep-rupture data for  tungsten were obtained f rom DMIC Report 191** and a r e  
presented in  Table 1. 

F o r  a first consideration, it was prescr ibed that the sensor  

TABLE 1. STRENGTH AND CREEP-RUPTURE OF TUNGSTEN 
AT HIGH TEMPERATURES 

Tensile 
Temperature,  Strength, 

R psi  

Maximum St r e s s Maximum St ress  
for Creep of 
- 0. 2 70, psi 

fo r  Rupture in 
1 Hr,  psi  

3500 5,000-30,000 9, 000- 17, 000 3,000-6,000 
4000 4, 000-29,000 < 5,000 ? 
4500 3,000- 14,000 1, 000-4, 000 < 3,000 
5000 2,500-9,000 1,000-3,000 < 3,000 
5250 2, 500-7,000 Few hundred to 2, 100 ? 

The tensile strength of tungsten depends to a considerable extent on the purity, 
shape, size,  and fabrication history of the tungsten. However, this would only account 

%re Metals Handbook, 2nd Edition, Reinhold Publishing Company, pp 164 and 499. 
**Schmidt, F .  F., and Ogden, H. R., ”The Engineering Properties of Tungsten and Tungsten Alloys”. DMIC Report 191, 

Battelle Memorial Institute (September 27, 1963). 
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fo r  a small portion of the spread in observed tensile strengths in the above tabulation. 
The most  important variation is in the strain ra te  of the tensile tes t  itself. 
at 3500 R, the tensile strengths of tungsten range f r o m  6000 psi  at a ve ry  low strain 
rate  of 0. 002 inch per  inch per  minute to 25, 000 psi at the high s t ra in  r a t e  of 20 inches 
pe r  inch per  minute. At 4500 R, the strength ranges f rom 3,000 to 13,000 over the 
same range of s t ra in  ra tes .  

Fo r  example, 

The modulus of elasticity is of some importance in determining the reaction of the 
sensor  to  i ts  expected high-vibration environment. 
f o r  unalloyed tungsten a r e  tabulated below: 

Some data f rom DMIC Report 191 

Temperature,  Modulus of Elasticity, 
R 106 ps i  

Room temperature 
3000 
3500 
4000 

50 
28 
15 
7 

The tungsten- 3 per  cent rhenium alloy shows considerable improvement over 
tungsten with regard  to high-temperature strength (DMIC 19 1). 
a tensile strength of over 50, 000 psi  at about 4000 R on wire  tested at 0.4 inch per  
inch per  minute. 
same temperature.  
crystallization. 
heavily-drawn wire.  

F o r  example, it shows 

This is about 2- 1 / 2  t imes the strength of unalloyed tungsten at the 
Much of this additional strength a r i s e s  f rom a resis tance to re- 

The normal recrystallization temperature  is 5890 R (3 minutes) for  
The stress-relief temperature  is 4520 R (3 minutes). 

Increasing the rhenium content t o  5 per  cent, the tensile strength of the cold- 
worked wire  at 4000 R i s  increased still fur ther  to over 60, 000 psi. 

The tungsten- 26 per  cent rhenium alloy is characterized by especially high 
ductility, particularly when it is made as a high-purity, a rc -cas t  alloy. 

Some additional property data, obtained f rom other sources  a r e  presented in 
Table 2. 

TABLE 2. HIGH-TEMPERATURE PROPERTIES O F  SOME 
REFRACTORY METALS 

Elongation in  
Temp, Stress ,  Time to  Effect Time to  1-inch Gage 

Mat e r ial R ps i  2% Strain, h r  Rupture, h r  Length, 70 

w(a) 5172 1000 -- 25.1 5 

W-25 R e ( b )  5172 1000 1 3 i o  
Re(b) 5172 1000 - 3  - 20 - 14 

W-3Re 5172 1000 -- -- -- 
Ta- 1 OW(b) 5172 1000 0 .1  1 . 5  120 

(a) "High Temperature Materials Program", Progress Report No. 35, Part A, USAEC Contract AT (40-1)-2847, p 16, Table 2.2. 
(b) "Stress-Rupture and Creep Properties of Refractory Metals to 2800 C", General Electric Company USAEC Contract 

AT (11-1)-171. 
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Additional information was gathered f rom the l i terature  on tantalum and columbium 
alloys and is reported in  the "First Quarterly Report" of this program but did not show 
enough promise to warrant  fur ther  consideration in subsequent studies. 

Consequently, as the result  of the preceding mater ia ls  studies, five metals  were  
selected as candidates for  the sensor probe. 
unalloyed rhenium, molybdenum- 30 per  cent tungsten, tungsten- 3 per  cent rhenium, and 
tungsten-25 per  cent rhenium. These mater ia l s  were  obtained f rom suppliers in the 
form of swaged and ground 1 /4-inch-diameter rod. Specimens used in the mater ia ls-  
evaluation studies were  cut f rom the rods and dril led by electr ical  discharge machining 
(EDM) to  provide thick-walled tubular fo rms  representative of the probe. 
type in the mater ia ls  of interest  was not readily available f rom industry. 
doubt that without the EDM process  for  machining difficult mater ia ls ,  there  would have 
been considerable delay in obtaining simple tubular shapes fo r  this project. 

These mater ia l s  were  unalloyed tungsten, 

Tubing of this 
There is l i t t le 

A 1 /4-inch-diameter tube with a 1 /8-inch-diameter bore was a rb i t ra r i ly  chosen 
as a probe geometry and then its suitability confirmed in the following manner.  

The static s t r e s ses  imposed on the specimens during compatibility testing a r e  a 
resul t  of the internal liquid-metal vapor p re s su re  and the external furnace-atmosphere 
pressure  (1  atm).  
p ressure  of 600 psia .  
in the probe owing to  these two conditions. 

However, the expected application of the sensor  specifies an  external 
Therefore, it is interesting to  calculate static s t r e s s e s  ar is ing 

The static s t r e s ses  a r e  calculated by treating the specimen as  a thick-walled 
cylinder and applying Lamg's  solution*: 

where 

Max St = maximum circumferential  s t r e s s  

p 1  = internal pressure  

P 2  = external p re s su re  

r l  = radius of specimen bore, 1/16 inch 

r 2  = maximum specimen radius, 1 /8  inch. 

Max St will be positive (tension) o r  negative (compression),  depending upon the 
relative values of P 1  and P 2 .  The other s t r e s ses  ar is ing f r o m  the g a s  p re s su res  a r e  
Sr, which i s  a radial s t r e s s ,  and Ss ,  which i s  a shear  s t r e s s .  
found by calculation to be of secondary importance relative to max St; therefore ,  they 
wil l  be ignored f o r  the present.  

Sr and Ss were both 

Calculated values of Max St experienced by the specimens (1 /4-inch OD x 1 /8-inch 
ID) during compatibility testing and those that could be expected to a r i s e  f r o m  an 
external pressure of 600 psia a r e  given in Table 3 .  

*Resistance of Materials, Seely, Third Edition, p 388. 
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TABLE 3. STATIC STRESSES ( M A X  St) OWING TO INTERNAL AND EXTERNAL 
GAS PRESSURES 

Exposure Vapor 
Charging Temp, P r e s s u r e  (Pi) ,  Max St(a), ps i  

Metal  R psia  P 2  = 14.7 P 2  = 600 

Bi 4000 97 122 - 1430 
4500 277 422 - 1030 
5000 531 848 -704 

Sb 4000 
4500 
5000 

51 
142 
277 

46 
198 
422 

-1500 - 1355 
-1030 

Pb 4000 40 27 -1520 
4500 117 240 - 1395 
5000 240 361 -1190 

(a)  Positive values of stress are tension, negative values are compression. 

Examination of Table 3 reveals  that the static s t r e s ses  in  the probe will be l a rges t  
and compressive when the external atmosphere is 600 psia. 
favorable circumstance providing the compressive s t r e s s  is not sufficient to  collapse 
the probe. 
by thickening of the probe walls. 
different wall thicknesses and bore diameters  quickly reveal that  a geometry in which 
the wall thickness equals the radius of the bore  is jus t  about the optimum condition that 
can  be obtained. 
f o r  Pi, the internal pressure .  

This is thought to  be a 

It is natural  to  assume that a m o r e  favorabie s t r e s s  level could be achieved 
However, a few sample calculations of stress f o r  

The following examples are presented fo r  clarification, using 117 psia 

Bore  Diameter, 
inch 

Probe Diameter, 
inch 

External P res su re ,  
P2, psia  

14. 7 
600 
14. 7 
600 
14. 7 
600 

Max St, 
psi  

240 
- 1395 

101 
-1145 

113 
-1200 

It is readily seen f rom the above examples that reducing the bore diameter o r  increasing 
the external  diameter of the probe has  only a negligible effect on lowering the compres- 
sive s t r e s s e s  resulting f rom the high external p re s su re  of 600 psia. 
of internal and external pressures  can eliminate s t r e s ses  of this type in the probe. F o r  
this purpose,  bismuth (Table 3 )  would be the best  choice of a charging fluid, if com- 
patibility with the container is satisfactory. 

Only equalization 

Creep  is not expected to differ greatly in compression f rom that in tension because 
of rapid annealing at the high temperatures involved. 

B A T T E L L E  M E M O R I A L  I N S T I T U T E  
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Compatibility Tes ts  
w 

The ability of the probe to r e s i s t  corrosive attack by the liquid metal  which it 
contains was of prime importance. Therefore, a program of compatibility testing was 
undertaken to establish the relative mer i t s  of the candidate probe mater ia ls  when con- 
taining lead, bismuth, and antimony at temperatures  as high as 5000 R. The specimen 
exposure t ime was 1 hour. 
A megatherm induction heating machine operating at 500 kc and voltages up to 16000 
was used as  the power supply. 

The specimen heating apparatus is shown in Figure 3. 

The induction coil shown in Figure 3 was l a t e r  replaced by a coil consisting of 
11 flattened turns of 1 /4-inch-diameter copper tubing expanded to  a coil length of 2-3/8 
inches. This new coil made specimen 
heating to 5000 R possible with about 3600 volts. Previously voltages r an  as high as 
9000 and arcing between coil and specimen was a problem. A 3-inch-diameter fused 
quartz tube seen in Figure 3 served a s  a protective envelope through which hydrogen 
was passed during specimen heating. 

The inside diameter of the coil was 3 /4  inch. 

Specimen temperature was read by a Leeds and Northrup optical pyrometer 
sighted, with the aid of a m i r r o r ,  onto the induction-heated end. Temperature readings 
were taken every 5 minutes during a run and it was found possible to maintain the speci- 
men temperature within about f 50 degrees of the intended value. 
associated with some instability in the power supply. 
tungsten and transmission of the quartz were applied to the temperature  readings. 

Fluctuations were 
Corrections for  emissivity of 

Two styles of specimens were used in this phase of the program. Figure 4 
depicts the initial configuration and Figure 5 the l a t e r  revision. 
was made in the interest  of mater ia l  economy and did not influence the resul ts  of 
experimentation in any way. 

The change in  style 

The specimen shown in Figure 5 was 1-1/2 inches long with a 1/8-inch-diameter 
hole dril led by EDM 1- 1 /8 inches deep. 
heat shield and EB (electron beam)-welded plug arrangement was used for closure just  
the same way a s  shown in Figure 4. The heat shield was found to  be necessary to pre- 
vent rapid evaporation of the charging metal  by the intense heat radiation f r o m  the 
internal end of the plug during EB welding. 

The support rod was 4- 1 / 2  inches long. The 

P r i o r  to fabrication of the specimens, the machined and dril led par t s  were  washed 
in CCl4 then heated to 2000 F fo r  15 minutes in hydrogen to  provide thoroughly clean 
surfaces.  

Tantalum w a s  a lso tes ted as a container fo r  lead, antimony, and bismuth because 
it was thought to have promise as a mater ia l  of construction in the signal end of the 
sensor .  The tantalum 
specimens were packed in titanium chips and protected with an  argon atmosphere while 
being exposed to  2460 R in a Globar-heated Inconel-tube furnace.  

It was not heated during cleaning as were  the other specimens. 

Compatibility tes t  data f o r  all  specimens a r e  tabulated in Table 4. Photomicro- 
graphs of the metal-liquid metal  contact zones a r e  displayed in the Appendix, Figures  
A-1 through A-13 and A-15 through A-28. F r o m  the resul ts  of the compatibility t e s t s  
it was determined that W; Bi, W-3Re; Pb and W-25Re; P b  showed promise as  suitable 
probe - char ging-me tal combinations. 

B A T T E L L E  M E M O R I A L  I N S T I T U T E  
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FIGURE 3 .  INDUCTION FURNACE 
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A- 47799 

FIGURE 4. CROSS SECTION O F  SPECIMEN USED IN COMPATIBILITY 
TESTS O F  CONTAINER VERSUS CHARGING METAL 

Ful l  scale. 

E 1 
-Specimen 

Tightly wound tungsten r- spring (0.030" wire) 

-Tungsten support rod 

A 40696 

FIGURE 5. REVISED SPECIMEN AND METHOD OF HOLDING 
FOR HIGH-TEMPERATURE TESTING 

Lavite socket attached 
to furnace bottom 
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TABLE 4. DATA SUMMARY O F  COMPATIBILITY TESTS 

Exposure Exposure 
Specimen Material  Temp, R Time, min Results 

1 
2 
3 
4 
5 

6 

7 
8 
9 

1 0  
11 
12 
13 
14 
15 
16 
1 7  
18 
19 
20 
21 
22 
23 
24 

25 
26 

27 
28 

Ta; Pb 
Ta; Sb 
Ta; Bi 

Mo-30W; Bi 
Mo-~OW; Pb 

Mo-30W; Bi 

Mo-~OW; Pb 
W; Bi 
W; Bi  
W; Pb 
W; Pb 
W; Sb 
W; Sb 

W-3Re; Bi 
Repeat 
W-3Re; Sb 
W-3Re; Sb 
W-3Re; Pb 
W-3Re; Pb 
W-25Re; P b  
W-25Re; Pb 
W-25Re; Sb 
W-25Re; Sb 

Mo-~OW; Sb 

W-25Re; Bi 
W-25Re; Bi 

Re; Pb 
Re; Bi 

2460 
2460 
2460 
4000 
4000 

4500 

4500 
4500 
5000 
4500 
4700 
4500 
5000 
4500 
4500 
No. 15 
4500 
5000 
4500 
5000 
4500 
5000 
4500 
5000 

4500 
5000 

5000 
5000 

60 
60 
60 
60 
60 

30 

60 
60 
10 
60 
25 
60 
15 

5 
3 

60 
5 

60 
60 
60 
60 
60 
60 

60 
50 

60 
60 

Minor reaction, no leaking 
Some reaction, no leaking 
No reaction, no leaking 
N o  reaction, no leaking 
Slight grain-boundary reaction, no 

More grain-boundary penetration; no 
leaking 

leaking, container expanded by 
p res su re  

Some reaction, no leaking 
No reaction, no leaking 
No reaction, leak at weld 
Moderate reaction, no leaking 
Severe reaction, leaking 
Minor reaction, no leaking 
Minor reaction, leaking 
Spec imen r uptur ed 
Specimen ruptured 
Same results 
No leaking 
Specimen ruptured 
N o  leaking 

Ditto 
I 1  

I t  

I t  

Sample bulged 0. 006 inch on diam, 

No leaking 
Sample bulged about 50 per  cent in 

N o  leaking 
N o  leaking 

o r  2 . 4  pe r  cent 

diam, then ruptured 

B A T T E L L E  M E M O R I A L  I N S T I T U T E  
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HYDROGEN DIFFUSION STUDIES 

Before the temperature  sensor  could be constructed and put into use with confi- 

Dalton's law states  that the total p ressure  of a mixture of gases i s  
dence in  i ts  output signals, it was necessary to verify that the probe would be imperme- 
able by hydrogen. 
equal to  the sum of the individual p re s su res  that would exist if each gas occupied the 
ent i re  container by itself. 
over a period of t ime would change the calibration of the instrument. Also, an  addi- 
tional complicating factor influencing calibration is that one of the gases,  the metal  
vapor, is a condensable g a s  when below its cr i t ical  temperature.  Therefore, hydrogen 
diffusing into the probe cavity over a period of t ime at steady temperature  might con- 
ceivably displace all of the. metal  vapor giving an entirely different temperature  response 
signal than that of the original calibration. 

Therefore, it can readily be seen that an  influx of hydrogen 

Furnace Construction 

In this phase of the research,  it was necessary to conduct the hydrogen diffusion 
studies under conditions simulating the probable end use. 
ble of temperatures up to 5000 R, while containing hydrogen at 600 psia, was built. 
The furnace was heated by induction. 
s t r e s s e s  and temperatures were l imited by the tendency of the quartz tube envelope to 
become conducting at  elevated temperatures .  
coil and the quartz tube. 
water  cooling of the quartz tube corrected the problems and the experiments were  
c a r r i e d  out successfully. 

Thus a special furnace capa- 

The f i r s t  furnace cracked owing to thermal  

This caused arcing between the induction 
Subsequently, alterations in shape of the tungsten furnace and 

Figure 6 is a schematic layout of the diffusion-test setup. The tungsten furnace 
was 7 inches long and 1 inch in  diameter. 
6-1 /2  inches deep. 
2-inch OD and 12 inches long. 
the hot tungsten furnace f r o m  the atmosphere. 

The bore was 9/16 inch in  diameter and was 

Hydrogen was passed through the quartz tube to protect 
The surrounding fused quartz envelope was 1-13/16-inch ID by 

Test  Procedure 

The specimens used in the hydrogen diffusion studies were made f rom 1/4-inch- 
diameter rod of the mater ia ls  to  be evaluated. 
hole dril led 5 /8 inch deep f r o m  one end (see Figure 6). 
same as used with the compatibility specimens. 
3 rhenium, and tungsten-25 rhenium. 
had been sintered, swaged, and ground to final finish by commercial  suppliers. 
Figures  A-28 through A-30 in the Appendix a r e  representative photomicrographs of the 
mater ia l s  in the as-received condition. 
essentially 100 per cent of theoretical  by the water-submersion technique. 
specks appearing in the photomicrographs resemble small oxide inclusions and a r e  not 
thought to be detrimental f o r  this application. 

They were  3 / 4  inch long with a 1 /8 inch 
Cleaning procedure was the 

The mater ia l s  were tungsten, tungsten- 
All were  products of powder metallurgy which 

Densities of the mater ia l s  were found to be 
The dark 

B A T T E L L E  M E M O R I A L  I N S T I T U T E  
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Induction coil 0 
( a  copper tube) 
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0 
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A-50109 

FIGURE 6. HIGH- PRESSURE HY DROGEN-ATMOSPHERE FURNACE 
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The plan for evaluating the resis tance of the mater ia l s  to hydrogen diffusion was 
to heat the evacuated specimens to temperature  for  1 hour in the presence of hydrogen 
at 600 psi. 
accumulation in the specimen cavity. 
in  the metal  and f r e e  hydrogen in the cavity, four steps were taken with each mater ia l  
with duplicate specimens run at each step. Thus a total  of 8 specimens were planned 
for  each of the three mater ia ls .  
4 was dispensed with for  the W-25Re alloy. Also, venting, as  in  Procedure 3, was  not 
done on this alloy for  reasons of obtaining a grea te r  number of s imi la r  specimens f o r  

Subsequent vacuum-fusion analysis of the specimens would reveal hydrogen 
In order  to differentiate between hydrogen residing 

The procedures were a s  follows except that Procedure 

H2 analysis.  

Procedure 1: 

Procedure 2: 

Procedure 3: 

Procedure 4: 

Evacuate and seal  by electron-beam (EB) welding af ter  cleaning; 
hold for  H2 analysis. 

Evacuate and seal  by EB welding af ter  cleaning, then heat for  
1 hour in 600 psia H2 at 5000 R, analyze for  H2. 

Same as Procedure (2), except cut sample open to allow any 
H2 present to escape before analysis. 

Place appropriate charging metal  in  sample, evacuate and seal  
by EB welding, then heat and analyze for  H2 as in Procedure (2). 

By stipulating that the maximum amount of e r r o r  in probe pressure  at 5000 R by 
the presence of hydrogen be l imited to t 1 0  ps i  (32 R if lead is used)’k, it was possible to 
es t imate  the amount of hydrogen that could be tolerated in the sample cavity. 
hydrogen pressure  which would cause a 32-degree e r r o r  in  temperature a t  5000 R in- 
duces a n  approximate e r r o r  over the full-scale temperature  range as follows: 

The 

Probe  Temperature,  Partial P r e s s u r e  Partial P r e s s u r e  E r r o r  in Temperature  
R of Lead, psia of Hydrogen, psia Indication, R 

49 2 - 0  = 1  -- 
3500 L 1  7 
4000 40 8 t 7 2  
4500 115 9 t48  
5000 240 10 t 3 2  

-- 

Employing the ideal gas laws,  for  the stipulated conditions, the maximum pressure  of 
hydrogen that could be tolerated within the sample cavity a t  standard conditions was 
calculated to  be: 

T I P Z  492 x 10 
P I = - -  - 5000 = 0.985 psia. 

T2 

Since the H2 analysis was reported in mil l i l i ters  at standard conditions, this value of 
p re s su re  was converted to  mil l i l i ters  and related to the volume of the sample cavity. 
The allowable maximum of H2 content in standard mil l i l i ters  would be 0.985 /14. 7 
x 100 = 6.7  per  cent of the sample-cavity volume. 
to be much more aggressive than this in permeating the mater ia l s  under study. 

Unfortunately, hydrogen was found 

*Temperature error was estimated from the curve for lead, Figure 2. 
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The cavity volume within the specimens was determined, af ter  evacuation and 
electron-beam welding but before high-temperature exposure, by calculation f rom 
measurable  values of specimen weight and density. Thus the cavity volume is 

(dry weight - wet weight) 

density of H 2 0  

dry  weight vc = 
theoretical density of the alloy 

The net hydrogen content of the cavity is assumed to be the total H2 content minus the 
average content of two control specimens showing the highest H2 content. 

Knowing the hydrogen content of the cavity and the cavity volume, it is possible to  
calculate the probable p re s su re  level, P, reached by the hydrogen in the specimen 
cavity during the 1-hour high-temperature run. 

14.7 xV1 T2 
P =  x- 

VC 49 2'" 
9 

where 

V i  = net mill i l i ters of hydrogen found in  the 
specimen as a resul t  of the high-pressure 
temperature  exposure 

Vc = cavity volume in cubic centimeters assumed 
equivalent to mil l i l i ters  

T2 = specimen exposure 
(temperature, degrees R) 

$6492 is the magnitude of standard temperature  
in  degrees R 

Table 5 summarizes  the resul ts  of the diffusion studies. 

The resul ts  of the hydrogen diffusion studies indicate a decided inf lux  of hydrogen 
into the cavity. 
leaked before analysis. 
g rea t e r  than the external pressure  of 600 psi  at the exposure temperature a r e  suggestive 
of osmotic effects famil iar  in systems involving semipermeable membranes.  
experiments,  atomic hydrogen would be present because of the high temperatures  
involved. 
sufficient vigor to  constitute a driving force capable of building the excessive internal 
p r e s s u r e s  observed. 
when subjected to pickling or  electroplating processes  where atomic hydrogen is avail- 
able to  the metal  surface.  
s u r e s  f rom permeation by hydrogen. 

Those specimens having very  low H2 contents a r e  suspect of having 
The specimens having H2 contents indicative of p re s su res  

In these 

Solution of the atomic hydrogen into the surface of the metal  might be of 

A case  in point is the blistering of s teel  at ordinary temperatures  

Such blistering i s  suggestive of the creation of high pres-  

B A T T E L L E  M E M O R I A L  I N S T I T U T E  
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TABLE 5. RESULTS OF HYDROGEN DIFFUSION STUDIES FOR 1-HOUR EXPOSURES 

~ ~~ ~ ~ - 

Specimen Probable Internal 
Expo sur  e , Expo su r  e Net Cavity H2 P r e s s u r e  at 

Specimen Temp, H2 P r e s -  H2 Content, Volume, Exposure Temp, 
Identific ation(a) R sure, psia ml ,  S T P  cc ps i  

w - 1  

w-2 

w - 3  

w - 4 W  

3D- 1 

3D-2 

3D- 3 

3D-4(') 

25D- 1 

25D- 2 

25D- 3 

None 
None 

3900 
4000 

3900 
4000 

4500 
4500 

None 
None 

4500 
4500 

4500 
4500 

45 00 
4500 

None 
None 

4500 
4500 

4500 
4500 

None 
None 

250 
600 

250 
600 

600 
600 

None 
None 

600 
600 

600 
600 

600 
600 

None 
None 

600 
600 

600 
600 

0.017 
0.009 

0.042 
0.569 

0.013 
0.029 

0. 382 
0.424 

0.033 
0.031 

0. 07 
0.601 

0.099 
0.059 

0. 340 
0. 368 

0. 014 
0.020 

0. 571 
0. 566 

0.600 
0.563 

0. 113 
0. 097 

0. 105 
0.110 

0. 117 
0.104 

0.098 
0 .092  

0.099 
0. 109 

0. 089 
0.098 

0. 103 
0. 107 

0.098 
0.098 

0. 089 
0.094 

0.102 
0.086 

0.101 
0. 090 

None (control) 
None (control) 

47 
620 

Vented before analysis 
for  additional control 

530 
630 

None (control) 
None (control) 

0 
825 

Vented before analysis 
for additional control 

470 
500 

None (control) 
None (control) 

750 
890 

800 
8 40 

(a) W is symbol for unalloyed tungsten. 3D is symbol for tungsten-3 rhenium alloy. 25D is symbol for tungsten-25 rhenium 
alloy. 

(b) Specimens contained 0. 3 grain of bismuth. 
(c) Specimens contained 0 .4  gram of lead. 
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c 

ENVIRONMENTAL DYNAMIC EFFECTS ON PROBE 

Steady-State Bending Loads 

The aerodynamic drag on the probe during operation tends to bend the probe in a 
downstream direction. 
1- 1 /2-inch length of the 1 /4-inch-diameter probe with a gas density of 6 .98 x 10-4 
s lugs/f t3  and a t ransverse  gas velocity of 800 f t / sec .  
root of the probe was calculated as being 167 psi, tension on the upstream side and 
compression on the downstream side.  
tungsten, even at elevated temperatures,  no probe bending due to  aerodynamic forces  
is anticipated in  the 800-ft/sec-velocity region. 
velocity regions, the bending moment and associated s t r e s s  level will increase as the 
square of the velocity. Caution must be exercised, therefore,  to  prevent probe 
installation in regions of appreciably higher gas velocity. 

This load was calculated as being 3/4 lb  distributed over the 

The corresponding s t r e s s  at the 

A s  this is within the strength limitations of 

Should the probe be used in higher 

Oscillations 

The likelihood of probe oscillations caused by o r  coupled with exterior gas 
dynamic effects was investigated briefly. 
shedding and higher frequellcy shedding was considered. 
case  where vortex shedding frequency couples with a natural  frequency of probe vibra- 
tion, such that the g a s  s t r eam supplies sufficient energy to the probe to  maintain large-  
amplitude t ransverse  oscillations. Thus, a comparison must be made between natural 
frequency of oscillation of the probe and vortex shedding frequency. 

The possibility of both von Karman vortex 
C3f particular concern is the 

Assuming a 2500 R tungsten probe of 1/4-inch diameter, cantilevered, and 
l - 1 / 2  in. long, the natural frequency of the first-mode oscillation is about 2500 cycles 
pe r  second. 
2000 cycles per  second. No higher modes of vibration a r e  considered significant for  a 
probe only 6 diameters  in length. 

As the probe is heated to 4500 R, the natural frequency falls off to about 

Next, we must look at the gas flow conditions which might drive the probe at these 
frequencies.  
side of the probe. The frequency, f ,  i s  associated with probe diameter, d, and gas 

velocity, V, as follows: 

induce oscillations at 2000 cycles per  second is 

In the von Karman phenomena, vortices a r e  shed f rom the downstream 

= 0 .21  = Strouhal number. Thus, the cr i t ical  velocity t o  
V 

Similarly, at the lower temperature,  the cr i t ical  velocity would be about 250 f t  per  sec.  
A s  the lowest steady-state gas velocity anticipated in the proposed application of this 
probe is over 800 f t / sec ,  no prolonged coupling with von Karman-type vortices i s  
anticipated. Short-duration coupling during transient start ing operation of the probe 
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might occur, but in this period the temperature  of the probe should be appreciably lower 
than 2500 R, and, thus, the available strength should be correspondingly higher. 
no probe vibrations coupled with von Karman shedding a r e  expected to  last long enough 
to induce failure, even during this startup period. 

Thus, 

It has  recently been recognized* that initially vibrating obstacles, such as this 
probe, can produce vortices at the forced frequencies which do feed energy back into 
the vibrating system. 
firming the actuality of such a phenomenon, they do not set  forth the needed information 
fo r  either predictive o r  corrective procedures.  
Strouhal number below which the phenomenon occurs is a function of the logarithmic 

2 decrement of damping of the probe in f r ee  vibration and a group of the fo rm pV2/m$ , 
where p is the fluid density and mt is the mass of the probe per  unit length. Sebald 
and Nobles**'* indicate that the maximum deflection amplitude in the oscillation, t rans-  
v e r s e  to the flow direction, may be about the same as the static deflection of the probe 
in the direction of flow as a result  of drag forces .  
be sustained, appreciable increases  in s t r e s s  level over that associated with steady- 
s ta te  deflection a r e  not considered likely. 

The available l i terature  has  been reviewed, ** but while con- 

The l i t e ra ture  suggests that the 

Thus, even if this vibration should 

St r e s s Cons ide rations 

There a r e  several  sources  of loading on the metal  probe. Included a r e  

0 Internal gas pressurization on the cylinder 

0 External gas pressurization on the cylinder 

0 Plug-type axial gas loading 

0 Bending due to  aerodynamic forces ,  

These were analyzed briefly considering the probe to be 1-1/2 inches long, 
1/8-inch ID, 1/4-inch OD, immersed  in a 600-psi hydrostatic pressure ,  with an  internal 
p re s su re  between 600 psi  and zero.  The maximum net s t r e s s  value encountered is  
below 1000 psi. Figure 7 portrays the t r iaxial  s t r e s s  system by which the analysis 
was made. 

The maximum shear  (i. e . ,  maximum difference between absolute orthogonal 
s t r e s s )  was similarly found to be below 500 psi .  These maximum values occur a t  the 
relatively cool base of the probe, with lower values being obtained near  the tip where 
the maximum temperatures would be encountered. 
mater ia l  retaining 1000-psi strength at  operating temperatures  would be satisfactory 
(see Appendix pp A- 17 - A-22 for  analysis) .  

Thus, it was concluded that any 

Wzker, M. S . ,  and Smith, J. O., "Factors Influencing the Dynamic Behavior of Ta l l  Stacks Under Action of Wind", 

q u t n a m ,  A.  A., "Flow-Induced Noise and Vibration in Heat Exchangers", presented a t  ASME Annual Winter Meeting, 

I*5ebald, J .  F., and Nobles, W .  D., "Control of Tube Vibration in Steam Surface Condensers", Proceedings of American 

Trans. ASME, p 1386 (1956). 

November-December, 1964, New York, N .  Y .  

Power Conference, Vol XXIV, 630 (1962). 
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A - 4 932 I 

FIGURE 7.  STRESS CONFIGURATION 

DIAPHRAGM TRANSDUCER DESIGN 

The mechanical output of the vapor-pressure element is not sufficient to actuate 
directly a control mechanism. 
whose output can in  turn  be used to perform the control function. 
pneumatic amplifier was chosen a s  the simplest  device to satisfy the requirements of 
adequate power output, operation in a nuclear environment, and utilization of pres-  
sur ized hydrogen a s  an available power source.  

It must be used to actuate some type of transducer 
A diaphragm-type 

A preliminary analysis of a diaphragm design was considered in which the dia- 
phragm was (a) sufficiently rugged to  withstand a pressure  differential of 20 atmos- 
pheres  and (b) sufficiently rigid that the natural  frequency exceeded 500 cycles /sec,  
thus preventing resonance with possible imposed vibrations. 
vapor p re s su re  is essentially balanced by the spring constant in  the diaphragm. 
central  deflections available with such diaphragms were unacceptably small, such 
that poor t ransducer  resolution would be obtained. 

With this approach, the 
The 

Therefore,  it was decided to drop the requirement of high resonant frequency and 
instead to utilize a thin, small  diaphragm. The diaphragm is thus effectively limp,. the 
vapor-pressure balancing force is supplied by the output gas  pressure ,  and the output 
p r e s s u r e  becomes essentially independent of the diaphragm properties.  

Assuming that the element is filled with lead, at 5000 R the output will be about 
'70 make any e r r o r  due to the diaphragm 

deflection small  compared with the desired accuracy of *50 R required that the output 
be in  e r r o r  by not more  than about f 2 psi .  Hence, the pressure  difference needed to  
f u l l  s t roke  the diaphragm should be of th i s  o rder .  

0 . 4  --: I T )  -.-J _ L  o r n n  
~ D L I  LL, ~ I I U  d~ ~ 3 u u  E, about 0.0375 psi /R.  
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The requirement of a relatively small p re s su re  difference to s t roke the diaphragm 
means that a thin diaphragm must be used, and the necessary ruggedness must be pro- 
vided by a diaphragm stop o r  support to  protect the diaphragm f r o m  excessive 
deflections. 

The actual choice of diaphragm diameter and thickness was made by imposing an  
active stroke of 0.008 inch at a s t r e s s  level of 16, 000 psi  (approximately 1 / 2  the yield 
s t r e s s  of stainless steel) ,  at a differential p re s su re  in the range of 2 psi  and limiting 
the diameter to a value of l e s s  than 1.5 inches. The resulting values were a diameter 
of 1 . 0 7  inches and a thickness of 0 .005  inch. To provide overpressure protection, it 
was decided to limit the actual diaphragm displacement to  0.004 inch f rom the neutral 
position. 
reasonable tolerances.  

This stroke is sufficiently la rge  to permit  machining the t ransducer  to 

Figure 8 is  a cross-sectional view of the t ransducer  developed f o r  this program. 
Two la rge  rings a r e  shown which, with the six bolts, hold the two halves of the t rans-  
ducer together. In any final o r  flight-weight design, the two sections could be welded 
together where shown to  eliminate the need for  the rings and bolts. The vapor bulb o r  
probe connection is shown on the right. The passage between the probe and the dia- 
phragm chamber is reduced to 0.010-inch diameter for  a 1/4-inch length. This re -  
striction serves  to dampen any flow oscillations which might be associated with dia- 
phragm oscillations. 
threads in the laboratory model, welding could be used in the final design. 

Although the probe attachment to the t ransducer  was by means of 

The gas supply port  is shown on the left. The high-pressure gas is supplied to 
the diaphragm chamber through an orifice 0.0135 inch in diameter.  
in  the center of the probe is shown in detail in the inser t  on Figure 8. 
oscillations were sometimes encountered in the laboratory calibration study when a 
single-ported outlet was  used. No oscillations were observed with this multiported 
outlet. 

The gas outlet port  
Diaphragm 

Figure 9 shows the resul ts  of a calibration of this t ransducer  using 800-psi nitro- 
gen as the supply gas, and mercury  on the probe side of the diaphragm. 
was conducted at ambient temperatures .  The output pressure ,  i. e., p re s su re  read 
through the readout port, is always slightly higher than the input p re s su re  o r  liquid- 
metal  p re s su re  due to the reduced pressure  in the gas-outlet-port region of the dia- 
phragm. 
l inearly to 5 psi. 

The calibration 

A s  the input pressure  was reduced to zero,  the output pressure  dropped 

THERMAL ANALYSIS 

Response 

An inherent character is t ic  of the temperature  sensor  is its thermal  response 
(desired t ime constant of about 1 / 2  second). 
fore,  was sought through the application of a simplified transient analysis to provide 
ear ly  estimates of the importance of various parameters .  

A knowledge of this character is t ic ,  there- 

Subsequently more  refined 
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0.005 -inch diaphragm 

4-inch clearance 

6 holes h-inch on 0.092-inch radius circle 

inch thickness 

ad-out pressure tap 
A-50110 

FIGURE 8. VAPOR-PRESSURE TRANSDUCER 

All stainless steel construction. 
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FIGURE 9. INPUT-OUTPUT RELATION OF THE DIAPHRAGM TRANSDUCER 
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analyses were planned to eventually attain an  acceptable degree of confidence in the 
magnitude and variation of the t ime constant at different temperature  levels.  

The simplified analysis assumed that the probe had an infinite thermal  conductivity 
(radial) ,  would be heated by internal gamma heat generation and convection f rom the 
hot-gas s t ream, and would be cooled by radiative heat loss to the surrounding cold 
walls.  

The number of variables encountered in a problem of this sor t  a r e  conveniently 
handled in parametr ic  form.  Thus, fixing only three dimensionless parameters  (under 
the assumptions of this simplified model) defines V, the ratio of the probe temperature  
to the hot-gas temperature .  These parameters  a r e  a t ime parameter ,  7 = t(h/pC L)::; 
a convection-radiation ratio, A = h/o,Tf3; and an internal generation- convection ratio, 
G = qL/hTf .  
and A and G var ied parametrically.  
the probe is at ze ro  temperature  and the reactor  i s  instantly brought to  power with the 
gas  immediately at Tf, the internal- generation ra te  at q, and the convective coefficient 
at h. 
only) is reasonably adequate. 
representative of the intended application. 

P 

Figure 10 is an overall illustration of these resul ts  with 7/ plotted versus  T 

This corresponds to the case  where at t ime ze ro  

It is interesting to note that the case in which G = 0 and A  convection 
The range of variation of parameters  of Figure 10 is 

Examination of the tabulated values of V S  (on Figure lo ) ,  the steady-state ra t io  of 
the probe temperature  to the gas temperature shows that the value of the convection- 
radiation ratio, A, must be approximately 25 to make the probe temperature  approach 
the gas temperature.  
convection ratio has  a smaller,  though discernible, effect on Vs. 

Within the range of interest  of this study, the generation- 

The effect of radiative cooling is clarified with Figure 11. The smaller  the value 
of the ordinate, 1-V, the closer  the probe temperature  approaches the gas temperature.  
Curves with lower values of 1 - V  at any given value of 7 (or time, since h /pC L is  
constant) indicate cases  of more  rapid response. Considering first the cases  with ze ro  
internal generation, it is seen that the higher the value of A (lower ratio of radiative 
cooling to convective heating at any given t ime) the more  favorable the response is. 
is clear f rom Figure 11 that a high convective coefficient is desirable, not only t o  r e -  
duce the actual time, t, required to reach a given value of 7, but a lso to overpower 
the radiative loss that would introduce e r r o r  in  the steady-state reading. The dashed 
curve, using a typical value of G for  full-power operation and a somewhat optimistically 
high value of A, is an  interesting coincidence; the response is more  rapid than that of 
the convection only (no generation o r  radiation) case  although the steady-state value of 
T is exactly Tf (shown in the tabulation, i. e.  , 1 - Vs = 0). 

P 

It 

Figure 1 2  is a fur ther  demonstration of the effect of internal heat generation q, 
on the response of the probe. In this plot it is apparent that as the ratio G is made 
l a r g e r  by increasing q the t ime of response is mater ia l ly  shortened. 
cerned with only one value of A, except for  the convection-only comparison case ,  

value f o r  G was estimated to be 0.04. 
using these typical conditions is more  rapid than the convection-only case initially but 
degenerates a s  radiation becomes important. 

Figure 12 i s  con- 
This 

--- va?iie, 5, ~ a s  estimated to bz t lmira1  of the planned application. The typical application I r---- 

Thus it is seen that the anticipated response 

%See Appendix for Nomenclature and derivation. 
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FIGURE 10. RESPONSE O F  PROBE ACCORDING TO SIMPLIFIED 
TRANSIENT THEORY 
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I 
CASE G = qL/hTf -+ 
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T = t(h/pCpL) 

FIGURE 12. EFFECT O F  INTERNAL GENERATION ON THE RESPONSE 

B A T T E L L E  M E M O R I A L  I N S T I T U T E  



29 

The steady-state solution* f o r  the simplified model was obtained by equating 
dT /d t  to zero.  
steady state,  (Ts  - Tf)/Tf ,  is plotted versus A with G as a parameter .  
values of A and G of 5 and 0.04, (Ts - Tf)/Tf is about -0. 1, thus indicating that if Tf 
is 5000 R, Ts is about 4500 R. 

These resul ts  a r e  shown in Figure 13 where the relative difference at 
For  the typical 

Once the relative effects of radiative heat l o s s  and internal heat generation on 
response were known, a relationship involving the t ime constant was established. 
t ime constant is defined as the t ime required f o r  the temperature  difference between the 
gas  temperature  and the probe temperature to change by a factor of l / e .  
probe has  only convective interchange with the environment, the t ime constant can be 
shown t o  be pC L /h .  If radiative heat l o s s  is introduced, the nonlinearity causes  the 
effective t ime constant to be a function of temperature  and whether o r  not the probe is 
heating o r  cooling. 
pCpLlh versus  the normalized probe temperature V, f o r  heating and cooling with the 
typical value of A = 5 while G = 0. 
cant with the response on cooling being more rapid than on heating. 
ear l ie r ,  internal heat generation opposes radiative heat loss and would tend to lessen  
the spread between heating and cooling. 
apparent by comparing Figures  14 and 15. 
curve marked "Heating With Radiative Loss Present", Figure 14, and the curve marked 
0. 04 in Figure 15. 
chosen ear l ie r  as typical values. 

The 

When the 

P 

Figure 14 is a plot of the ratio of the effective t ime constant to  

The difference between heating and cooling is signifi- 
However, as noted 

The effects of q on the t ime constant ratio a r e  
Comparison should be made between the 

The la t te r  contains the parameters  A = 5 and G = 0. 04 which were 
The former contains A = 5, G = 0. 

Examination of the typical curve ( 0 .  U4)  in Figure 15 reveals that a probe with a 
nominal t ime constant of 1 /2  second would respond initially on heating with an effective 
t ime constant of about 0.48 second. 
gas temperature ,  i. e . ,  about 2000 R f o r  a gas temperature  of 5000 R, the effective 
t ime constant is up to 1 / 2  second. 
3500 R probe temperature  and thereafter r i s e  very  rapidly because the steady-state 
temperature  is l e s s  than the gas temperature. 

When the probe temperature  is about 0.4 t imes the 

It would gradually increase to  about 0.75 second at 

In addition to the case  of s ta r t -up  f rom a ve ry  low probe temperature,  cases  of 
change in  power at intermediate levels  may be considered. 
steady s ta te  has  been achieved with a gas temperature  of 2930 R, a G ratio of 0.08, 
and an  A ratio of 4. F r o m  Figure 13, it can be determined that the probe would be at 
about 2700 R. 
G changed to 0.04, and A to 5. Actually when Tf is increased, q and h will a lso be 
increased,  so  that changes in  A and G with changes in operating conditions will not be 
drast ic .  Different values of A and G f o r  the two operating conditions a r e  used he re  to  
i l lustrate  the generality of the curves.  Immediately after the change in  conditions, v 
becomes 2700/4500 o r  0.6.  F rom Figure 15, it is seen that the immediate response 
of the probe with a nominal 1/2-second time constant now corresponds to a t ime con- 
stant of about 0.9 second. As the temperature is increased, the effective t ime constant 
increases ,  becoming infinite at steady state (about 4050 R), because the probe tempera- 
t u re  is still l e s s  than the gas temperature. 

F o r  example, suppose 

Let u s  assume that the g a s  temperature  is suddenly raised to 4500 R, 

*See Appendix. 
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Conduction Losses  Along the Length of the Probe 

The importance of axial conduction as related to length of the probe has  been 
considered using Battelle 's  two-dimensional steady- state heat-transfer program which 
will accept cylindrical geometry. 
Figure 16. 
t u re s  l e s s  than the gas  temperature,  the convective input is grea te r  than the internal 
heat generation, therefore temperatures decrease f rom the surface inward. Thus the 
maximum liquid-metal temperature  at a given axial location is usually along the solid- 
liquid interface. These a r e  the curves shown in Figure 16 fo r  the four cases  that were 
studied. These curves show that the axial heat l o s s  may be minimized if the length of 
the probe is about four t imes its diameter. The calculated radial  temperature  differ- 
ences (surface temperature  minus center-line temperature) at the end cap-liquid metal  
interface fo r  the four cases  a r e  108, 36, 5 ,  and -4 F fo r  1:1, 2:1, 3:1, and 4:l length- 
to-diameter ratios,  respectively. 
probe. 

The significant resul ts  of this study a r e  shown in 
Table 6 i l lustrates  the input data f o r  the four  cases .  F o r  surface tempera- 

These values a lso indicate the advantage of a long 

The computer program did not permit radiative boundaries. Radiative loss  was 
approximately accounted for by applying a convective coefficient on the cylindrical 
surface equivalent to  radiative loss  at a surface temperature  of 4000 R, in addition to  
the normal  convective heat input f rom the hot gas. This is obviously in significant 
e r r o r  s o  that the curves of Figure 16 should be used only fo r  comparison of lengths. 
The probable steady- state e r r o r  in  the temperature  should not be obtained f rom this 
graph, but f rom Figure 13 instead. 
i l lustrating qualitatively the proper effect of radiative lo s s  on the temperature  profile. 

A hypothetical curve is sketched on Figure 16 

During this study it was a l so  shown that the axial l o s s  behavior of the probe is not 
greatly dependent on the wall thickness. 
equation 

If one considers the steady-heat conduction 

The subscript ,  i, is either 1 o r  2, referring to the solid metal  container o r  the liquid 
metal .  
be considered as one physical region with a "pseudo" thermal  conductivity of 1, and a 
"pseudo" heat-generation ra te  of qi/ki .  
qi/ki is crudely the same for  either material .  
cerning a tungsten-bismuth system since the equality of qi/ki ratios is actually more  
closely approximated than fo r  the tungsten-lead system. 

If the above equation i s  divided through by ki, it is apparent that the system can 

Inspection of Table 6 reveals that the rat io  
This conclusion may  a l so  be drawn con- 
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TABLE 6. I N P U T  PARAMETERS FOR AXIAL-HEAT-LOSS STUDY 

Materials 

Container 
Liquid metal 

Tung s t e n 
Lead 

Outside Diameter 1 / 4  inch 

W a l l  Thickness 1/16 inch 

End-Cap Thickness 1/16 inch 

Thermal  Conductivities 

Lead 
Tungsten 

Gamma-Heat-Generation Rates 

Lead 
Tungsten 

20 Btu jhr  f t  F 
48 Btu /hr  f t  F 

{ 1.0 x lo7  Btu /hr  ft3 
1. 7 x l o7  Btu/hr  ft3 l o  watts/g 

C old-End Temperature 2000 R 

Gas Temperature 5000 R 

Emissivity of Tungsten 0. 3 

Convective Coefficient 1000 Btu/hr  f t 2  F 
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APPENDIX 

Metallography 

Photomicrographs showing the effects of high temperature  on the compatibility of 
container mater ia ls  and charging metals a r e  presented in this appendix. 
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FIGURE A-1. COMPATIBILITY O F  TANTALUM AND LEAD AT 2460 R FOR 1 HOUR 

-Tantalum 

+Antimony 
1, 

- , i 
\ 

150X N11046 
As Polished 

FIGURE A-2. COMPATIBILITY O F  TANTALUM AND ANTIMONY AT 2460 R 
FOR 1 HOUR 
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I 

+-Bismuth 

500X N11047 
As  Polished 

FIGURE A-3. COMPATIBILITY O F  TANTALUM AND BISMUTH AT 2460 R 
FOR 1 HOUR 

~Mo-30W 

250X N11494 
_ _  A s  Polished 

FIGURE A-4. COMPATIBILITY O F  Mo-30W AND LEAD AT 4000 R 
FOR 1 HOUR 
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+Bi smut  h 

a r k  b an1 

,’\ \ 
‘ Y I - 3  

is shr inkage space  

250X N11493 
As Polished 

FIGURE A-5. COMPATIBILITY O F  Mo-~OW AND BISMUTH AT 4000 R 
FOR 1 HOUR 

+Bismuth 

Shrinkage space  
. +Reaction zone 

250X N11492 
As Polished 

FIGURE A-6. COMPATIBILITY O F  Mo-30W AND BISMUTH A T  4500 R 
FOR 1 / 2 HOUR 
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e ad  

-Reaction zone indicating solu- 
t ion of tungsten by lead 

250X N11495 
A s  Polished 

FIGURE A-7. COMPATIBILITY O F  Mo-30W AND LEAD AT 4500 R 
FOR 1 HOUR 

+Tung s t e n 

c*. 

*Boundary between W and Bi 

+Bismuth 

500X N11760 
As Polished 

FIGURE A-8. COMPATIBILITY O F  TUNGSTEN AND BISMUTH AT 4500 R 
FOR 1 HOUR 
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+Bi s mut h 

-Boundary between W and Bi - 
% 

+Tungsten 

500X 

FIGURE A-9. 

N11761 
As  Pol ished 

COMPATIBILITY O F  TUNGSTEN AND BISMUTH AT 5000 R 
FOR 10 MINUTES 

1 -  

Reaction 
f ragmen 

-Tung s ten  

250X N11941 
As Polished 

zone with tungsten 
.t s 

FIGURE A- 10. COMPATIBILITY O F  TUNGSTEN AND LEAD AT 4500 R 
FOR 1 HOUR 
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-Reaction zone with t 
f ragments  

*Tungsten 

250X N11942 
A s  Pol ished 

xng 

FIGURE A-11. COMPATIBILITY O F  TUNGSTEN AND LEAD A T  4700 R 
FOR 25 MINUTES 

s ten  

' '\ -Antimony 

+Black a r e a s  a r e  voids along 
boundary 

.I 

e 

&Tung s t en 

250X N11943 
A s  Polished 

FIGURE A- 12. COMPATIBILITY O F  TUNGSTEN AND ANTIMONY AT 4500 R 
FOR 1 HOUR 
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I 

-Antimony 

Black a r e a s  a r e  voids 

-Tung s t en  

i 
250X N11944 

As  Pol ished 

FIGURE A-13. COMPATIBILITY O F  TUNGSTEN AND ANTIMONY A T  5000 R 
FOR 15 MINUTES 

Evacuated for 
thermal insulation\ [Bel lows for temperature barrier 

chanical linkage to 
uating mechanism 

attaching to plenum wal I 

- - ,  -Cooler zone- - Hot zone 
0 -27692 

FIGURE A- 14. A POTENTIAL PROBE DESIGN FOR A HIGH-TEMPERATURE 
SENSING DEVICE FOR CONVERTING VAPOR PRESSURE O F  
A WORKING FLUID INTO A LINEAR MOTION 
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Black is mounting material 

Reaction zone Mo-30W + Sb 

a .., c Mo-30W alloy 

. .  

250X Light Murakami's Etch 14480 

FIGURE A-15. COMPATIBILITY OF M0-30W AND ANTIMONY AT 
4500 R FOR 5 MINUTES 

Black is mounting material 

' I  

? . 

lOOX Light Murakami's Etch 14481 

FIGURE A-16. COMPATIBILITY OF W-3Re ALLOY AND BISMUTH AT 4500 R FOR 
3 MINUTES, SHOWING SEVERE GRAIN-BOUNDARY ATTACK BY 
BISMUTH. RESULTING IN RUPTURE OF SPECIMEN 

Bismuth vaporized and is not present i n  iailure. 
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c-W-3Re alloy 

- 
\ White Phase is Sb. Penetration of grain -. -.- b 

boundaries has left  dark voids. L 
I * .> 

> f  

..I 

. 
. * / e  

---r* 
9. 

250X Light Murakami's Etch 14483 

FIGURE A-11. COMPATIBILITY OF W-3Re ALLOY AND ANTIMONY 
AT 4500 R FOR 1 HOUR 

Though no rupture occurred, grain-boundary penetration 
was severe and rupture was imminent. 

0 -Antimony 

-W -3Re alloy 

Mounting material in black areas 

250X Light Murakami's Etch 14484 

FIGURE A-18. COMPATIBILITY OF W-3Re ALLOY AND 
ANTIMONY AT 5000 R 

Specimen ruptured in about 5 minutes. 
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c Lead 

Mounting material 

, 

i 

. c W -3Re alloy 

250X 

FIGURE A-19. 

Light Murakami's Etch 14485 

COMPATIBILITY OF W-3Re ALLOY AND LEAD 
AT 4500 R FOR 1 HOUR 

Attack is slight. Depth of lead penetration 
about 0. 002 inch. 

Mounting material 

- ,  

w W - 3 R e  alloy 

250X Light Murakami's Etch 14486 

FIGURE A-20. COMPATIBILITY OF W-3Re ALLOY AND LEAD AT 
5000 R FOR 1 HOUR 

Grain-boundary attack stronger than a t  4500 R. but 
maximum penetration only about 0.0025 inch. 
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- I  

Lead 

f W -25Re alloy 

\ 

\ 

250X Murakami's Etch 15085 

FIGURE A-21. COMPATIBILITY OF W-25Re ALLOY AND LEAD AT 
4500 R FOR 1 HOUR 

Attack is considered minor. Angular particles are 
believed to be remnants from the rough base. 

Lead 

t 

-W-25Re alloy 

250X Murakami's Etch 15086 

FIGURE A-22. COMPATIBILITY OF W-25Re ALLOY AND LEAD 
AT 5000 R FOR 1 HOUR 

Lead shows porosity in this area and a few frag- 
ments of W-Re alloy. 

B A T T E L L E  M E M O R I A L  I N S T I T U T E  



A-13 

' \\ - Antimony 

Black areas are  void 

Fi 

C. W-25Re alloy 

250X Murakami's Etch 15087 

FIGURE A-23. COMPATIBILITY OF W-25Re ALLOY AND ANTIMONY AT 
4500 R FOR 1 HOUR 

Attack by antimony appears minor. 

A- * 

Black is void 

- w-25Re alloy 

250X Murakami's Etch 15088 

FIGURE A-24. COMPATIBILITY OF W -25Ke ALLOY AN'D ANTI?d=:*'Y 
AT 5000 R FOR 1 HOUR 

Reaction between the two metals appears absent. How- 
ever, the sample expanded about 2.4  per cent in 
diameter owing to creep. 
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-Bismuth 

- W -25Re alloy 
. P  

250X Murakami's Etch 15089 

FIGURE A-25. COMPATIBILITY OF W -25Re ALLOY AND 
BISMUTH AT 4500 R FOR 1 HOUR 

Shows only very slight attack. 

\ . . c - W - 2 5 R e  alloy 

250X Murakami 's Etch 15090 

FIGURE A-26. COMPATIBILITY OF W -25Re ALLOY AND 
BISMUTH AT 5000 R FOR 50 MINUTES 

Sample burst in creep and bismuth was 
vaporized. Bismuth is not believed to 
have attacked the W-25 Re alloy. 
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Bismuth 

*Lead 

Polishing undercut 

- a  . -Rhenium 

A>- 
* ' *?x&- Lead in  grain boundaries 

h 

250X 5% Chromic Etch 15091 

FIGURE A-27. COMPATIBILITY OF RHENIUM AND LEAD AT 
5000 RFOR 1 HOUR 

Penetration of grain boundaries by lead is 
evident tnough sample did not fail. 

--Bismuth 

.I. 

Rhenium 

250X 5% Chromic Etch 15092 

Grain-boundary attack is  severe but failure did not 
occur. 
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Materials  From Which Specimens for Evaluation as Sensor  Probes Were Made 

lOOOX Murakami' s Etch 

1 ooox Murakami' s Etch 

\ J  

-----%--\ , 
' \  

FIGURE A-29. TUNGSTEN- 
3 PER CENT RHENIUM ALLOY; 
AS-RECEIVED 

N20045 

FIGURE A-30. UNALLOYED 
TUNGSTEN; AS-RECEIVED 

N20046 

.. 

FIGURE A- 3 1. TUNGSTEN- 
25 PER CENT RHENIUM 

#- 

lOOOX Murakami' s Etch N20043 
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Creep Cri ter ia  

Long-time creep  can be expressed mathematically a s  

where 

E = creep,  in. /in. 

k = material  parameter ,  

t = elapsed t ime,  day 

in. /in. 
day 

(the unit of t ime may be other than a day if  convenient) 

S = imposed s t r e s s  due to loading, psi 

So zz normalizing s t r e s s ,  psi  
(this s t r e s s  is required to give a nondimensional relation and 
allow extrapolation from experimental data) 

n = mater ia l  parameter ,  nondimensional, experimentally determined 

For  an  est imate  of allowable s t r e s ses ,  this re la t ionmaybe used to establish pertinent ratios:  

or  

( t z / t l )  = (sl/S21n . 
Extended use will be defined as  100 hours, thus making the ratio, ( t 2 / t l ) ,  equal to  100. 
Then, 

n 
(S1/S2) = ( t 2 / t l P  = m o  . 

Values of n usually range upward from n = 4, so  

(S1/S2) = 4m = 3. 17. 

Then if the 2 per cent c reep  is to be incurred over 100 hours, the s t r e s s  level must  not 
exceed 

8 
F o r  n = 8, then = 1.78 and 

S2 = 1000/1. 78 = 562 psi. 

Thus,  it would seem that, as a generality, the maximum s t r e s s  level should be maintained 
at 500 psi  or less .  It will now be necessary to examine the individual s t r e s s  components. 

B A T T E L L E  M E M O R I A L  I N S T I T U T E  
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Gas Pressurizat ion 

The dimensional specifications call  for  an external diameter of 1 /4  inch and an 
internal diameter of 1 /8  inch. 
internal pressurization is a function of the operating temperature  and the working 
medium. As indicated in the ear l ie r  report, bismuth is a likely candidate for  the 
working medium. 

The external pressurizat ion i s  to be 600 psi ,  and the 

At an operating temperature of 5000 R,  the vapor pressure  of bis- 
muth is 531 psi. 

By the theory for thick-wall cylinders, the tangential s t r e s s  is 

where 

St = circumferential s t ress ,  psi  

pi  = internal pressure ,  psi 

po = external pressure ,  psi  

ri = internal radius, in. 

re  = external radius,  in. 

F o r  the case  where the external-pressure value exceeds the internal-pressure value, a s  
will be the case  with bismuth, this tangential s t r e s s  will be a compressive s t r e s s .  
wil l  have i ts  maximum value at the internal wall ,  where r = r1, since the second t e r m  
var ies  inversely as  the square of the radial position. 
inner wall, the expression for  the circumferential  s t r e s s  becomes: 

It 

F o r  this maximum value at the 

2 2 St = 
re  - ri 

Then 

2615 - 4800 St = 3 ps i  = -728 psi. 

Again, by the theory for  thick-wall cylinders, the radial  s t r e s s  i s  

~ A T T E L L E  M E M O R I A L  I N S T I T U T E  
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Sr = radial  s t r e s s ,  psi  

r = general  radial  position, in. 

Other symbols a r e  as previously defined. 

Since this s t r e s s  will be compared to or combined with the tangential s t r e s s ,  it will 
f i r s t  be examined at the inner wall, where r = ri; at this surface the radial  s t r e s s  is the 
negative of the gas pressure  or  

Sr = -513  psi.  

Combining these two s t r e s ses  gives a shear s t r e s s  

Ss2 = 1-728 t 5131 = 215 psi. 

This s t r e s s  i s  within the s t r e s s  range required for  acceptable c reep  performance. 

The next step will be to ascer ta in  the axial s t r e s s  and combine it with these tan- 
gential and radial  s t r e s s  values. 
source is the plug thrust  coming from external pressurizat ion on the end of the tube 
counterbalanced to some degree by the internal pressurizat ion on the end of the bore. 
The second source is the bending moment associated with the deflection of the tube by 
the flowing gas s t ream. 
vary along the length of the tube. 
i n  the axial direction: 

The axial s t r e s s  a r i s e s  f rom two sources.  The first 

The plug s t ress  will be a constant, but the bending s t r e s s  will 
The plug s t r e s s  can be determined by a force balance 

2 2 2 2 
-T re po = I T [  re  - ri  ISp - T r i  p i  

Again, making a numerical insertion gives 

- 1887 s =- 3 ps i  = -629 psi. 
P 

Aer odvnamic Loading 

T o  calculate the bending moment it was necessary to specify the type of loading 
imposed upon the cantilever mounted tube. 
aerodynamic ioading: 

The loading ( thrust)  specified here  was  an 

where 

6 A T T E L L E  M E M O R I A L  I N S T I T U T E  
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Th = thrust, l b  

CD = aerodynamic drag coefficient, dimensionless 

A = area  presented by specimen to the gas s t ream,  f t2 

p =  gas density, slugs/ft3 

V = gas s t r eam velocity, f t / s ec  

F o r  a Reynold's number, calculated to  be about 13,000, the drag coefficient has a value 
CD = 1.1. Then the loading can be expressed as 

Th = - 1 1  ApV2 = 0.55 ApV 2 . 
2 

F o r  dimensional consistency, the units of a r e a  must  be square feet, with the velocity in  
feet  per second. 
p r e s s  it as a product of l inear dimensions. 
jected a r e a  equal to the external diameter multiplied by the length. 
s titutions give s 

It is more  instructive to put the a r e a  in t e rms  of square inches and ex- 
The tube presents  to the gas s t r e a m  a pro- 

Making these sub- 

0 55 2 Th = - L (in. ) de (in. ) pV lb . 144 

This may then be reexpressed as a uniform load per  unit length, 

Th - th = 0.382 x lod2  de p V 2 Ib/in. , - -  
L 

which i s  suitable for  calculation of the bending moment, 

The aerodynamic loading (Figure A-32) was thus calculated to be 1 /2  pound per  
l inear  inch. 
is a distributed load of about 3/4 pound. 

The length of the probe is specific as 1- 1/ 2 in. , so the aerodynamic load 

A - 49322 
FIGURE A-32. AERODYNAMIC LOADING 

E A T T E L L E  M E M O R I A L  I N S T I T U T E  
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The convention previously adopted in these quarterly repor t s  has been to measure 
axial distance f rom the cold wall; this convention is followed here  in Figure 5. 

The maximum value of the circumferential s t r e s s  occurs at the inner wall. To 
complete the analysis, it was necessary to compute the bending s t ress :  

F o r  the inner wall, 

Using p = 6.98 x slug/ft 3 and V = 800 f t /sec,  the expression for  SB becomes 

These calculations show that the maximum axial s t r e s s  due to bending and plug 
force  at the inner tube surface is a compressive s t r e s s  of 796 ps i  on the downstream 
side and a minimum of 462 ps i  on the upstream side, both at the base of the probe. 

Shear S t resses  

Combining these with the tangential and radial  s t r e s ses  f r o m  pressurization, the 
shear  s t r e s s e s  applicable to the maximum shear c r i t e r i a  a r e  

S s l  = I S a - S t (  = 

Ss3 = I Sr - Sal a 

I -796 t 720 1 = 6 8 p s i  

I -513 t 796 I = 283 psi. 

Accordingly, these s t r e s ses  fall within the acceptable range for  satisfactory c reep  
perf  o r  mance. 

At the outer wall ,  the circumferential  s t r e s s  has the value 

-19'74 - - 658 ps i  . S t =  - -  3 

The radial  s t r e s s  i s  the negative of the gas pressure ,  

Sr = -600 ps i  . 

By similar analysis, the pertinent s t r e s s  levels for  the maximum shear  c r i t e r i a  
a r e  

S s l  = I Sa - StI  = 

Ss2 = I St - SrI = 

Ss3 = I Sr - Sal = 

1 -963 t 658 I = 305 

I -658 t 600 I = 58 

I -600 t 963 I = 363 . 

B A T T E L L E  M E M O R I A L  I N S T I T U T E  
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Again, these s t r e s ses  a r e  within the allowable range fo r  tungsten at 5000 R for satisfac- 
tory c reep  performance, particularly since they occur at the probe base where temper-  
a tures  will be appreciably lower than 5000 R. 

By the analysis above, it must  be concluded that c reep  will not be a serious prob- 
lem. The configuration gives all compressive s t r e s ses  for a nonvibrating probe and they 
a r e  compensating when inser ted into the maximum-shear-theory cr i ter ia .  The extrap- 
olation of the s t r e s ses  computed by maximum shear  theory to estimates of c reep  i s  a 
tentative step; however, in the absence of a m a r k  prec ise  c reep  theory, it is justifiable. 

Thermal Analvsis 

Nomenclature 

The following nomenclature was employed in the text of the thermal-analysis sec-  
tion and will be employed throughout this Appendix. 

T - temperature  

t - t ime 

h - convective coefficient 

p - density of probe mater ia l  

C - specific heat of probe mater ia l  P 

L - volume/surface a r e a  ratio for probe 

7 - a nondimensional parameter ,  t(h/pCpL) 

u - the Stefan-Boltzmann constant 

E - emissivity of probe mater ia l  

Tf - hot-gas temperature  (absolute units)  

3 A - a nondimensional parameter ,  h /c  Tf 

q - internal volumetric heat generation ra te  

G - a nondimensional parameter ,  qL/hTf 

u - temperature ratio, T /Tf  

v s  - steady-state value of v 

Ts - steady-state value of T 

T - temperature of cold wal ls  which probe radiates to 
C 

B A T T E L L E  M E M O R I A L  I N S T I T U T E  
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a ,b ,c ,d  - constants 

Z - coefficient of v in the factor,  v2  t ZV t R ,  of u4 t Av - B = 0 

R - the factor in  v2 t ZV t R 

X j Y  - rea l  roots of v4 t AV - B = o 

k - thermal  conductivity 

r - radial direction 

z - axial direction 

Response 

If one considers a heat balance on a mass of mater ia l  of very high thermal conduc- 
tivity including convective interchange with a sink of Tf,  radiative interchange with a 
sink of T,, and a volumetric internal-heat-generation rate  of q,  the following differential 
equation r e  s ult s : 

a€ (T 4 - Tc 4 9  ) t -  . (T-Tf)  - - dT -h -=- 
dt LpCp LPCP PCP 

Equation (A- 1) can be generalized and made nondimensional by the following 
t rans  fo rmat ions : 

r = t(h/pCpL) . (A- 3) 

Under these transformations,  Equation (A- 1) becomes 

o r  to integrate: 

where 

and 

1 dv E - - L ~ ~ - T  
V O  v4 t Av - B A O  

3 A = h/O€Tf 

B = (qL/hTf t 1) A t V; , 
B A T T E L L E  M E M O R I A L  I N S T I T U T E  
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o r  

B = ( G t l ) A t V c  4 . 

Thus, v as a function of 7 is dependent only on 7, A, and B. 

(A-8) 

To integrate Equation (A-5) ,  one must  assume A and B to be constant. However, 
vC is not constant, but at any t ime V: <<< v4  so  that for the particular application, Vc is 
taken to be zero. 

Equation (A- 5 )  may be factored to facilitate integration. 

V ) dv t lo z d ~  u-x t f & d V  = - -  (A-9) 
uo 

a ,b ,c ,  and d can be determined by equating coefficients. x and y a r e  the rea l  
roots of v4 t Av - B = 0. 
cold condition is  desired,  the t ime required is obtained by subtracting the t ime for V to 
go f rom zero to v0 f rom the t ime for  v to go f rom zero to V. 
Equation (A- 9 )  under this condition yields 

v0 is taken as zero for  the integration. If other than an initial 

The integration of 

L J 

* 

(A- 10) 

t c In e-:)t d In (1 - :) . 

Various values of v are taken and the required values of T to reach the correspond- 
ing value of v i s  computed. 
Equation (A- 10). 

Figures 10, 11, and 12 in the text resulted from 

Steady State 

The steady-state solution is obtained by setting dv/dT in Equation (A-4) equal to 
zero,  yielding : 

(A- 11) 

o r  

- v 4 - A v t B = 0  . (A- 12) 

B A T T E L L E  M E M O R I A L  I N S T I T U T E  
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The rea l  roots (x and y )  of Equation (A-12) were determined by a numerical  technique. 
The positive root corresponds to the steady-state temperature  while the negative root 
has  no physical significance. These resul ts  a r e  shown as Figure 13 in  the text. 

B A T T E L L E  M E M O R I A L  I N S T I T U T E  
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